Epilog Laser - Guide
Computer password is: Education
1. Design: Quick Overview
	[image: Screen%20Shot%202017-09-23%20at%2010.38.58%20AM.png]
Use adobe illustrator to create your design.
	[image: Screen%20Shot%202017-09-23%20at%2010.41.14%20AM.png]
The software is available in the self-serve menu.



In Adobe Illustrator...
	1. FILE - NEW
Select file and new, to create a document. Enter the size of your document. The maximum size is 18" wide by 12" high.
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	2. VIEW ~ RULERS ~ SHOW RULERS
Select VIEW~RULERS ~SHOW RULERS to show the rulers on the side of the screen. This is very helpful for precisely placing items in your design.

	[image: Screen%20Shot%202017-09-23%20at%201.59.13%20PM.png]

	3. FILE ~ PLACE 
To place an .jpg .pdf image/logo in your design, go to FILE ~PLACE.
Tip - Click on the corner square of your image and hold the shift key if you wish to resize and keep the proportions.

	[image: Screen%20Shot%202017-09-23%20at%2010.58.07%20AM.png]

	4. OBJECT ~ RASTERIZE
To transform your object in black and white for rasterizing (engraving),in the menu go to OBJECT ~ RASTERIZE and select grayscale in the color model option.
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	5. OBJECT ~ IMAGE TRACE
You can also adjust the various tones of your image by using OBJECT ~ IMAGE TRACE or select  from the top bar - this is useful for removing the grey areas from your image
- To trace and cut inside an image do Image Trace and  - EXPAND converts tracing results into paths that you can cut
	[image: Screen%20Shot%202017-09-23%20at%2011.38.49%20AM.png]



	6. Adding a Shape - Contour line
Adding a contour line around your object 
Select the tool[image: Screen%20Shot%202017-09-23%20at%2011.47.07%20AM.png] from the menu to your right , If you press option key at the same time, it will change the shape.  make your shape transparent by selecting   [image: Screen%20Shot%202017-09-23%20at%2011.54.36%20AM.png], make your stroke color black and adjust the thickness of your stroke. *** if you want a vector cut (cut your wood right through) set your stroke width to .001. *** 

	[image: Screen%20Shot%202017-09-23%20at%202.13.02%20PM.png][image: ../../../Desktop/Screen%20Shot%202017-09-23%20at%202.14.32%20P]

	7. FILE ~PRINT
On the menu select FILE ~ PRINT. In this menu, select 
default in the print preset, then select the placement at the top left corner. This is very important.

This will change the print preset back to custom.
Select Print. 

An error message will appear, this is normal. Press OK.
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2. Printing: Quick Overview

	Open the Epilog Application from the start menu or from the dock. 
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	These are all of the past jobs. Scroll up to find your job. Double click on your job. The "Job Information Window" will appear.
	[image: ]

	Job Information Window
Select Auto Focus ON (it is on by default). Click on the blue folder at the bottom left to select the material settings.
[image: Screen%20Shot%202017-09-23%20at%201.17.45%20PM.png]
	[image: Screen%20Shot%202017-09-23%20at%2012.28.20%20PM.png]

	Select the material you will be printing on (aluminum, wood, glass, plastic, ...). Click on SAVE. The "Job Information Window" will appear, click SAVE. This will bring you back to the initial job menu. 
	[image: ]

	With your job selected in blue, you can click on the PRINT PREVIEW icon.
[image: ]
Here you can select COMBINED, RASTER, VECTOR, Here you can decide to print just the Raster (engrave)  or just the Vector (cut).
Click SAVE to make the changes.
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Now the most important steps ...
	Turn on the Epilog Laser - black switch just beside the power cord 
	[image: Screen%20Shot%202017-09-23%20at%201.00.44%20PM.png]

	Turn on the air compressor. If you don't do this step your project will probably catch on fire.
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	Turn on the air filter. Press the red power button and press the + to ensure that the filter is at the maximum speed. 
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	Place your material on the print bed. Your material needs to be placed right up against the numbered ruler in the top left corner and over the small aluminum lip.   
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	Only now you can press print 
[image: Screen%20Shot%202017-09-23%20at%201.09.34%20PM.png]
Your job will appear on the EPILOG machine menu, press the green go button
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Voila !
Epic Fails & Trouble Shooting
	1. If you notice that the laser head jams against the print bed ...

- perhaps because your material is too tall or
- perhaps you stopped a jab and it did not adjust properly

	Open the bottom and move the belt to lower the tray.


	2. Your vector lines did not cut, even though you set them at .001 in Adobe Illustrator

A) in print preview, you might have selected only raster - click on the vector to see if the vector lines appear. If your vector lines appear, reprint your job with only the vector lines

B) If your vector lines are not there, then go back into Adobe Illustrator, open your file, delete all elements that are raster and keep only the vector lines, go though the printing process again selecting vector in the print preview. 
This should correct the problem. 
	[image: Screen%20Shot%202017-09-23%20at%201.34.35%20PM.png]

	3. I had this issue. I noticed that my designs we printing oddly and that the laser seemed to be hitting the end of the track with a thump noise. 
I cleaned the optical strip very carefully and it fixed the problem. I also cleaned the lens and mirror. Follow instructions in the guide.
	[image: ../../../Desktop/Screen%20Shot%202017-10-08%20at%209.30.12%20A]

	3. If you are printing on an iPhone or iPad, measure carefully where you are printing on the device.
Don't print on the camera lens. 

	

	4. The computer that comes with the printer operates on Windows. In Adobe Illustrator, the fonts might not be the same. You might need to do a few adjustments or select a different font.   
	

	Mike Snider is the Print Boss, don't hesitate to ask him for help.

Please share your tips with me and I can add them here. michel.emery@yesnet.yk.ca


	


  



Tips for Printing Photos

Cleaning up pencil images 
1. scan your picture or  take a good picture with your ipad/phone
Open it in Preview
[image: ../../../Desktop/Screen%20Shot%202017-10-17%20at%201.45.09%20PM]
in preview select the toolbox icon
[image: ../../../Desktop/Screen%20Shot%202017-10-17%20at%201.45.21%20PM]
a few options will appear,  select the triangle [image: ../../../Desktop/Screen%20Shot%202017-10-17%20at%201.46.00%20PM]
you will be able to adjust the exposure and contrast
 [image: ]


Here are 2 options for great results when working with photos

A.) Import your image in photos
[image: Screen%20Shot%202017-09-23%20at%2011.05.17%20AM.png] and apply filters to transform your image

When your image has been imported in photos, select this tab [image: Screen%20Shot%202017-09-23%20at%2011.08.09%20AM.png] 
[image: Screen%20Shot%202017-09-23%20at%2011.07.51%20AM.png]
B) Open your image in preview. In preview you have this button [image: Screen%20Shot%202017-09-23%20at%2011.34.50%20AM.png] which opens up these options. You can adjust the contrast, cut the image in a shape... [image: Screen%20Shot%202017-09-23%20at%2011.35.45%20AM.png]



image7.png
Image Trace |+




image8.png




image9.png




image10.png
-3* ©297% CHYKIGPU Preview)

 Uniied

L@ A\NNeGLEAE
AN QHOD CAT @

&€
AN

=
ol





image11.png
No Selection

IR,
7 ®
2.0
T, /.
o/
.9,
0.8

W~ [7]- sk S im

x Untitled-3* @ 297% (CMYK/GPU Preview)
112 f





image12.png
print Preset: | [Default]




image13.png




image14.png




image15.png




image16.png




image17.tiff
E Epilog Job I

LaseR MATERIAL
SysTEM SETTINGS
(akon ) > (Uncategorized obs) > (magazines)

Uncategorized Jobs
magazines

()Only View Jobs For Legend Machines

Note: Hiding Jobs For Zing Machines Due To Incompatibilities

Uncategorized Jobs 224 Items .
Epilog Engraver 19216834 FH double door (6)
Last Printed: [ 09/23/2017 1221 pm | Basic 600 DPI | Speed | Power | Frea.

Job Folders i E-® o [ovmr 1221 pm | Raster Engraving [ 40 % 100 %
»3 L Thickness: | 0.250/0.000 Vector Cutting | 10 %100 %] 500
Al Job Folders 4
FH balance beam quote (3
Created: | 09/23/2017 12:77 pm | Raster Engraving [ 35 %100 %
Thickness: [ 0.000/0.000 Vector Cutting [ 30 % | 100 3
magazines

Last Printed: [ 0972372017 941 am | Basic  600DPI _Speed | Power | Frea
/5 " Created: [ 09/23/20179:41am | Raster Engraving [ 60 00 %
[~ hickness: [_o250/0000 Vector Cutting [ 10 9% [ 100

; FH double door office (1)




image18.png




image19.png
Job Information

The Learing Center (1) Uncategorized Jobs_+] Unctegorzd Jobs+
Aofocss  ©0n OO guc goo0m Spend | Power | Fres
Moo [ 0309 |  meagnen [ |10
Obeeon) (oo [ Veckncumng | 20 1o el |
P o Sm——_
Fower comp
Pagewiom ) [ w Vecor soring [ Opimize v
PageHeghetn) [
The
Cemering Oon @N & Learning Center

Engraving Diection  OUp ®Down

LS oot e evings





image20.tiff
E Epllog Job Manager 1.3.6 Crounan
Load Material Library Item

1/4" 6mm (Epilog)

40 Watt

Epllog Engraver 19216834

Cherry/Alder/Walnut 300 DPI

Speed Comp: Enabled Basic Speed | Power | Freq.
Material Folders Power Comp: Disabled Raster Engraving [ 40 % | 100 %

Thickness: 0250/0.000 Vector Cutting [ 10 % 100 %] 500
Wood (Epilog)

( Acrylc (Epilog) Cherry/Alder/Walnut 400 DPI

Alumabark Epliog) Speed Comp: Enabled Basic Speed | Power | Frea.
Power Comp: Disabled Raster Engraving [ 50 %[ 100 %

Aluminum (Epilog) Thickness 0:250/0.000 Vector Cutting 10 % 100 %] 500

Birdad brass (ol Cherry/Alder/Walnut 600 DPI

an/Avonite (Epilog| Speed Comp: Enabled Basic Speed | Power

Power Comp: Disabled Raster Engraving [ 609 | 100
Delrin Seals (Epilog) ; G i

——— Thickness: 250/0.000 Vector Cutting [ 10

|




image21.tiff




image22.png
40

/ Notes m @ Combined ORaster OVector

The
o/ Learning Center

Le centre d’apprentissa





image23.png




image24.png




image25.png
@
& | imeoent

QUATRC =





image26.png




image27.png




image28.png




image29.png




image30.png




image31.png




image32.png




image33.png




image34.tiff
Auto Levels

Exposure: @
Contrast: O




image35.png




image36.png




image1.png




image37.png




image38.png
Markup




image39.png




image2.png




image3.png
PRESET DETAILS

Untitled-1
widtn
18 Inches.
Height Orentatin Artboards

» RE




image4.png
Untitled-3 @ 297% (CMYK/GPU Preview)





image5.png




image6.png





Epilog Laser - Guide
Compuer pvord i i
1. Design: Quick Overview

®

In Adobe usrtor.

i
1o o et o i o

[ ——

Vo cn s e s sy gy

12l e




